
ric 
Co ,Ltdtd
Co











DAIWA

*Weights and Dimensions
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 Electrical Metallic Tubing (EMT), also commonly called thin-wall, is a listed 
 steel raceway of circular cross section which is unthreadewd, and nominally  
 10 feet long. Twenty foot lengths are also available. 
 Covered by Article 358 of the NEC®,ANSI C80.3 , UL 797
            

        
 

Trade Size
Designator

Nominal
Outside

Diameter

Reference
Inside 

Diameter

Reference
Wall

Thickness
Length

Minimum Weight
per 10 Unit

Lengths

mm mm mm mm kg
1/2 15 17.9 15.8 1.06 3050 12.9
3/4 20 23.4 20.9 1.24 3050 19.7
1 25 29.5 26.6 1.45 3050 29.0

1-1/4 32 38.4 35.0 1.65 3050 43.1
1-1/2 40 44.2 40.9 1.65 3050 49.9

2 50 55.8 52.5 1.65 3050 63.5
NOTE -  Applicable tolerances  Length : +/- 6 mm.
  Outside Diameter: for trade size 1/2 through 2 : 
   
   
    

IMC has a reduced wall thickness, when compared to RSC, and weighs about  
   one-third less than RSC. The outside has a galvanized coating for corrosion  
 protection and the inside has an approved organic corrosion-resistant  coating. 
 Covered under Article 342 in the NEC® , UL 1242

  

                 
         

 
Trade Size
Designator

Nominal
Outside

Diameter

Reference
Wall

Thickness

Length
without

Coupling

Minimum Weight
per 10 Unit Lengths

with Couplings 
Attached

mm mm mm kg
1/2 15 20.7 1.79 3030 25.4
3/4 20 26.1 1.90 3030 34.6
1 25 32.8 2.16 3025 49.9

1-1/4 32 41.6 2.16 3025 64.3
1-1/2 40 47.8 2.29 3025 79.1

2 50 59.9 2.41 3025 105.2
2-1/2 65 72.6 3.56 3010 186.2

3 80 88.3 3.56 3010 229.0
3-1/2 90 100.9 3.56 3005 263.0

4 100 113.4 3.56 3005 296.1
NOTE -  Applicable tolerances  Length : + 6 mm.
                              Outside Diameter: for trade size 1/2  through 2 : +/- 0.2 mm.
                                              for trade size 2-1/2  through 4 : +/- 0.3 mm.
                              Wall Thickness:   for trade size 1/2  through 1 : + 0.40  mm. 
                                              for trade size 1-1/4 through 4 : +0.50   mm.
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Rigid steel conduit is the heaviest-weight and thickest wall conduit.   
Where galvanized by the hot-dip process, it has a coating of zinc on   

   both the inside and outside. The installation of Rigid Steel Conduit 
(RSC) is covered by Article 344 of the National Electrical Code®   

 (NEC®), ANSI C80.1 , UL 6

Trade Size
Designator

Number of 
Threads
per 25.4 

L4 
Total 

Length of 
Threads

L2 
Effective 
Length of 
Threads

E0
 Pitch DIam-

eternat End of 
Conduit 

mm mm mm kg
 1/2 15 14 19.8 13.5 19.26
 3/4 20 14 20.1 14.0 24.58
1    25 11.5 24.9 17.3 30.83

1 1/4 32 11.5 25.7 18.0 39.55
1 1/2 40 11.5 26.2 18.3 45.62

2    50 11.5 26.9 19.3 57.63
2 1/2 65 8 39.9 29.0 69.08

3    80 8 41.4 30.5 84.85
3 1/2 90 8 42.7 31.8 97.47

4    100 8 43.9 33.0 110.09
5    125 8 46.7 35.8 136.93

NOTE - Applicable tolerances Thread Length : +/- 1 thread, recommended practice +0, -1
Pitch +/- 1 turn is the maximum variation permitted from the gaging face of the working thread gauges.

 y     
        

 Trade Size
Designator

Nominal
Outside

Diameter

Reference
Wall

Thickness

Length
without

Coupling

Minimum Weight
per 10 Unit Lengths

with Couplings 
Attached

mm mm mm kg
21.321 315151/22 303030302.642 64 35.835 8

3/4 20 26.7 2.72 3030 47.6
1 25 33.4 3.20 3025 69.4

1-1/4 32 42.2 3.38 3025 91.1
1-1/2 40 48.3 3.51 3025 113

2 50 60.3 3.71 302 151
2-1/2 65 73.0 4.90 239

3 80 88.9 5.21 310
3-1/2 90 101.6 5.46 3005 373

4 100 114.3 5.72 3005 441
5 125 141.3 6.22 3000 596
6 150 168 6.76 3000 792

NOTE - Applicable tolerances Length : +/- 6 mm.
                           Outside Diameter: for trade size 1/2 through 2 : +/- 0.4 mm.
                                           for trade size 2-1/2 through 4 : +/- 0.6 mm.
                                           for trade size 5 through 6 : +/- 1.5 mm.
                           Wall Thickness:   -12.5
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4 100 406 297.00

Note - Applicable tolerance

for trade size  1-1/4 " and larger :1%

Dimensions of 90 degree Elbows

Trade Size Minimum Radius to Maximum Straight

Designator Center of Tubing Length Ls Each End

U.S. Metric mm. mm.

1/2 15 102 99.00

3/4 20 114 109.50

1 25 146 112.00

1 1/4 32 184 158.00

1 1/2 40 210 145.00

2 50 241 179.50

2 1/2 65 267 241.50

3 80 330 260.00

3 1/2 90 381 309.50

Dimensions of CouplingDimensions of Coupling

Trade Size Outside Pitch Chamfer

Designator Diameter Diameter Diameter

U.S. Metric mm. mm. mm.

1/2 15 41.3 20.68 20.27

3/4 20 41.7 26.01 25.60

1 25 50 32.59 32.00

1 1/4 32 51.6 41.35 40.77

1 1/2 40 52.4 47.45 46.86

2 50 54 59.51 58.93

2 1/2 65 81 71.83 71.12

3 80 84.1 87.71 87.00

3 1/2 90 86.5 100.10 99.70

4 100 89.3 113.10 112.40

Outside Diameter tolerance : plus tolerances :

no requirement minus tolerances -

for tradesize smaller than 1-1/4 " -0.40 mm.
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1. Scope
 This specification relates to the Steel Conduit Accosiations.

2. Engineering Standard

                                               steel conduit
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1. General (raw material)

2.Welding :

ERW = The Electrical Resistance Welding Production
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3. Protective coating  (Anti-corrosion)

4. Threading & Chamfering
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5. Bending properties
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* 3C Product
(New Innovative for steel conduit)
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  Cost

48 hours

72 hours

96 hours

Anti Corrosion by Corodex BF

Enamel Coating by RAMA

Elecro-Zinc Platting

Slip Agent Coating by RAMA

Cold Roll Steel
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RSC
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